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Wall mounted power!

The stationary wall mounted 
systems are supplied with a 
stainless steel housing, and 
equipped with a Kranzle AQ 
pump, 10m steel braid high 
pressure hose, continously 
adjustable pressure, total stop, 
and adjustable delayed motor 
cut-out.

Ideal for use in car yards, 
Food processing plants, 
Manufacturing plants, car 
washes and other applications.. 

FAQ

What is the advantage of 
continuously adjustable 
pressure? It allows you to tackle 
any job - from delicate jobs to 
big industrial ones!

Full housing made 
of stainless steel

Total stop system 
with delayed motor 
cut-out

Optional coin 
checking device 
and remote 
control for various 
programs

Large stainless 
steel manometer

Optionally available with flow monitor and 
direct connection to the water mains (1 - 5 
bar) without water tank, or with water tank 
and connection of water mains (1 - 5 bar) to 
water tank.

Technical Data W11/135 W15/220

Part Number KM41312 KM41309

Operating pressure, continuously adjustable 435 - 1960 psi 435 - 3190 psi

Max. admissible overpressure 2175 psi 3625 psi

Water output 11 L/min 15L/min

Inlet water temperature max. 60 °C max. 60 °C

Suction height 1 m 1 m 

Nozzle size, Dirtkiller 042 05 

Nozzle size, flat jet nozzle 20042 2505

Motor speed 1400 rpm 1400 rpm

Connected load 230V, 14A, 50Hz 400V, 12A, 50Hz

Power intake 3.3kW 7.5kW

Power output 2.4kW 5.5kW

Weight 60kg 80kg

Dimensions (L x W x H) in mm 780 x 700 x 360 780 x 700 x 360

Features and 
Equipment

11/135 15/220

Total-Stop system

Low pressure detergent

Safety cut-out

Flow monitor

Steel braided high-
pressure hose, 10 m NW 8

Trigger gun with safety 
catch 'Starlet'

Dirtkiller lance with 
stainless steel pipe

Turbokiller lance with 
stainless steel pipe

Flat jet lance with  
stainless steel pipe

Water intake filter
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